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Swan series
Singe Glass Mono-Facial N-Type TOPCon Solar Module

480~ 505 watt

Model: UL-***M-120BHVN

Maximum Efficiency:

Cutting Free Technology

I:I:I:I:I:I:III:I:I:I:I The half cells are made directly from half silicon wafer, reducing power
losses and hidden cracks

Outstanding Mechanical load Resistance

AS .
Q 2400 Pa wind load, 5400 Pa snow load

Longer Term Reliability

Successfully passed TUV IEC test

jaan
\\ Lower LCOE

I || Lower shading and resistive loss Lower temperature coefficient

100%

95%-}

P I D Anti-PID(potential induced degradation)

90%-}

o= Passedanti-PID test under 85°C damp heat 85%
FREE relative humidity for 96 hours

Guaranteed Power

85%-

Year 1 15 30

Widely Applied To Various Scenarios
| Flexibly applied to roofs, ground surfaces, water surfaces, mountainous ’5 ,0/ ) '
areas, and other diverse environments Year Product Warranty o Power Degradation In The First Year

30 Year Linear Power Warranty 0.4% Linear Power Degradation

IEC 61215, IEC 61730
T' 1ISO 9001: 2015(Quality management systems)
Ier I1SO 14001: 2015 (Environmental management systems)
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